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AMENDMENTS TO THE SPECIFICATION 

IN THE ABSTRACT OF THE DISCLOSURE : 

Please replace the Abstract of the Disclosure currently of record 
with the attached new Abstract of the Disclosure. 
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IN THE TITLE OF THE INVENTION : 

Please amend the title, as it appears on the first page of the 
specification, and in the U.S. Patent and Trademark Office's records, as 
follows: 

-ELECTRICAL CONNECTION DEVICE BETWEEN A PIN-TYPED IC 
PACKAGE AND A CIRCUIT BOARD - 
IN THE SPECIFICATION : 

Please amend the paragraph beginning on page 6, line 12, as 
follows: 

—Each of plural holders 34 is respectively accommodated in each 
corresponding plural pinhole 33. And, each holder 34 is made by 
bending a metallic piece into one single element. In the preferable 
embodiment according to the invention, the holder 34 be made of 
materials, such as: nickel, gold, chromium, copper, iron, aluminum, 
titanium, lead, tin, or other preferable alloy, etc., and its surface be 
plated with different metallic materials as well. Each holder 34 is 
respectively comprised of an extension part 341, a holding part 342, and 
an electrical connection part 343. The extension part 341 is arranged 
and extended along the extending direction of the pinhole 33. Several 
claw- wedging structures 3412 formed in concave-convex-shape are 
arranged at appropriate position of the extension part 341. The claw- 
wedging structure 3412 provides a clawing force at the inside wall 
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surface of the pinhole 33 of the socket 39, such that it prevents the 
holder 34 from dropping off or displacing from the pinhole 33. The 
holding part 342 located at one end (top end) of the extension part 34 1 
having a predetermined angle (for example, vertical angle) with the 
extension part 341 and is provided for the pin 111 to be plugged therein. 
As shown in FIG. 7, the holding part 342 includes two holding arms, 
each of which is extended along same direction and is spaced apart with 
an appropriate distance. By bending two holding arms, an 
accommodation opening 3421 with a larger spacing distance and a 
holding end 3422 with a smaller spacing distance are formed between 
the two arms. The spacing distance of the accommodation opening 342 1 
is larger than the diameter of the pin 111 for receiving the pin 111 
plugged therein, and the spacing distance of the holding end 3422 is 
slightly smaller than the diameter of the pin 111 for providing a holding 
and positioning function. The electrical connection part 343 located at 
another end of the extension part 341 is shown as a hollow structure 
having an accommodation space 3431 and is made by stamping a 
metallic piece, for example. And, a pouring opening 3432 is arranged on 
a surface, of the electrical connection part 343, closer to the holding part 
342. The - The accommodation space 3431 of the electrical connection 
part 343 is filled by a resin material 3433 therein via the pouring 
openin g 3-132. 3432 to make the conductive holder 34 have a preferable 
structural strength without influencing its electric characteristics.— 
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